
CONTROLS MULTIPLE OPENERS FROM A VARIETY OF MANUFACTURERS 
ON A SINGLE WIRELESS WALL CONSOLE

• Compatible – Works with most major rolling and   
 fixed code brands in the United States

• Versatile – Mix-and-match garage door opener and   
 receiver brands on one wall console 

• Replacement option – Replaces an existing wall 
 console from any compatible manufacturer

UNIVERSAL WIRELESS Wall Console

• Easy to set up –  Easy programming modes and 
 absolutely no wires required for operation!

• Convenient –  Control 3 different garage door 
 openers with a single wall console

• Delay button feature  –  For up to a 20 second delay
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BRAND NAME COMPATIBILITY

Genie®

315/390 MHz, Intellicode® I, 1995-current

315/390 MHz, Intellicode® II, 2010-2011

390 MHZ, 9 & 12 Switch/2 Position Dip Switch, 1993-1995

Overhead Door® Brand

315/390 MHz, CodeDodger® I, 1995-current

315/390 MHz, CodeDodger®, 2010-2011

390 MHZ, 9 Switch/3 Position Dip Switch, 1993-1995

Chamberlain®

Liftmaster®

Craftsman®

Purple Learn Button, 315 MHZ, Security +®, 2006-2014

Orange/Red Learn Button, 390 MHZ, Security +®, 1996-2005

Yellow Learn Button, 390 MHZ, Security +2.0®, 2011-current

Green Learn Button, 390 MHZ, Billion Code®, 1993-1995

390 MHZ, 9 Switch/3 Position Dip Switch

Sommer® 310 MHz, Rolling Code

Linear® 318 MHZ, Mega® Code

Wayne Dalton® 372.5 MHZ, Rolling Code, 1999-current

Ryobi® 372.5 MHZ, Rolling Code

Guardian® 303 MHZ, Fixed Learn Code

Xtreme Brand® 303 MHZ, Fixed Learn Code

Marantec® 303 MHZ, Fixed Learn Code

Stanley® 310 MHZ, 9 Switch/3 Position Dip Switch

FAAC® 433.92 MHz, Rolling Code

The universal wall console includes (2) AAA batteries.

DELAY BUTTON 10-20
SECONDS

The delay button can allow a user an extra 10 
seconds to exit safely before the door begins 
to move.

Press button up to three times for a maximum 
of 20 seconds delay before door movement.

Works with most major brands sold in the U.S.A.


